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Heritage Flush Casements
The slim profiles and elegant lines of the Alitherm 400 
system make it an ideal solution for refurbishment projects, 
and as a modern, energy efficient replacement for tired 
u-PVC, steel and timber windows.

Tilt & Turn 
windows
The Tilt & Turn unit provides a 
contemporary design and the 
option of tilting the window or 
opening it into the room to 90 
degrees. Perfect for flooding a 
room with light and air – and for 
easy cleaning.

The installers choice for 
simplicity and speed

Window Type
Maximum 

Width 
(mm) 

Maximum 
Height 
(mm) 

Frame 
Depth 
(mm) 

Maximum 
Perimeter 

(mm) 
Glazing Units Security 

Standard Typical U Value1 WER2 Air Permeability 
Classification

Water Tightness 
Classification

Resistance 
to Wind 

Classification

Sash dimensions for windows with approved sash profiles:

Side Hung 864 1400 70 – 24, 28, 32, 36, 40, 45 PAS 24:2022 1.4 W/m2K Band A Class 4 E1200 AE2400

Top Hung 1400 1400 70 – 24, 28, 32, 36, 40, 45 PAS 24:2022 1.4 W/m2K Band A Class 4 E1200 AE2400

Fixed 2100 2100 70 42 24, 28, 32, 36, 40, 45 PAS 24:2022 1.4 W/m2K Band A Class 4 E1200 AE2400

Tilt / Turn 1200 2100 70 – 24, 28, 32, 36, 40, 45 TBA 1.4 W/m2K Band A TBA TBA TBA

(For sizes outside these parameters, contact the Smart Technical Support team)
Typical Values different glass, profiles and door configurations will vary U Value and Window Energy Rating
1.	 U Value based on opener next to fixed 1230 x 1480 using glass Centre Pane 1.0
2.	 WER based on opener next to fixed 1230 x 1480 using glass Centre Pane 1.2 and g value 0.74
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Alitherm 400 doors perfectly complement 
the window range, with the same stylish 
lines and providing the same ease of 
fabrication and installation. 

Available as open-in or open-out, single or double doors, 
each door provides excellent weather and thermal 
performance, as well as the security assurance provided 
by PAS 24:2022 approval. Security options include a 
choice of key wind, lift lever or slam multipoint locks.   

Alitherm 400 
door systems

Fully compatible with 
Designer Panels
Suitable for both residential and commercial 
applications, Alitherm 400 can also be combined with 
Smart’s Designer Door Panels and range of standard 
door furniture, which includes colour matched lever 
handles, and the Quantum range of stainless steel 
hardware, to create elegant and contemporary 
entrance doors.

  Glazed and Solid Panels Available

  Minimal Maintenance

  Long-life Performance

  Excellent Thermal Performance

  An Unrivalled Choice of Colour 
	 and Finishes

FLUSH DOOR 
SASH CORNER

SINGLE DOOR 
FEATURING PANEL PT0002P

STEPPED DOOR 
SASH CORNER
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Door Type
Maximum 

Width 
(mm) 

Maximum 
Height 
(mm) 

Frame 
Depth 
(mm) 

Glazing Units Security 
Standard Typical U Value1 DSER3 Air Permeability 

Classification
Water Tightness 

Classification
Resistance to Wind 

Classification

Sash dimensions for doors with approved sash profiles:

Single Door 
Open In 1000 2400 70 24, 28, 32, 36 & 40, 45 PAS 24:2022 1.4W/m2K 

1.2 W/m2K (w/ Designer Panel) 
Band B Class 2 300Pa Class 5A 200Pa Class BE 2400Pa

Double Door 
Open In 2000 2400 70 24, 28, 32, 36 & 40, 45 PAS 24:2022 1.4W/m2K 

1.2 W/m2K (w/ Designer Panel)
Band B Class 2 300Pa Class 5A 200Pa Class BE 2400Pa

Single Door 
Open Out 1000 2400 70 24, 28, 32, 36 & 40, 45 PAS 24:2022 1.4W/m2K 

1.2 W/m2K (w/ Designer Panel) Band B Class 2 300Pa Class E 1050Pa Class AE 2400Pa

Double Door 
Open Out 2000 2400 70 24, 28, 32, 36 & 40, 45 PAS 24:2022 1.4W/m2K 

1.2 W/m2K (w/ Designer Panel) 
Band B Class 2 300Pa Class E 1050Pa Class AE 2400Pa

(For sizes outside these parameters, contact the Smart Technical Support team)
3.	 U Value and Door Set Energy Rating for single door based on 1230 x 2180 using glass Centre Pane 1.0
4.	 U Value for double door based on 2000 x 2180 using glass Centre Pane 1.0
5.	 Door Set Energy Rating for double doors based on 2000 x 2180 using glass Centre Pane 1.2 and g value 0.7
6.	 Weather-tightness based on lift-lever locking

DOUBLE DOOR – OPEN IN/OPEN OUT

FLUSH DOOR 
SASH CORNER

STEPPED DOOR 
SASH CORNER

DOOR 
SASH CORNER

DOUBLE DOOR MEETING STYLE 
& LOW THRESHOLD
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The images, drawings and data shown in this brochure are for illustrative purposes only and are not binding in detail, colour or 
specification. We reserve the right to make changes to the product specification as technical developments dictate and without prior 
notice. We recommend that the user ensures that they are satisfied the product meets their requirements prior to purchase. 

The ‘Smart’ logo and the ‘Smart Spark’ icon are registered Trade Marks of Smart Systems Ltd. ©Smart Systems Ltd 2024

Smart Systems Limited 
Arnolds Way, Yatton, Bristol 
Somerset, BS49 4QN. UK
Reg. in England No. 1314601
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Photographs shown in this brochure illustrate the types of projects suitable for Alitherm 400 and are not binding in detail, colour or specification. 
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